Pneumatic Actuated Valve Manufacturer in India 
Specialityvalve is one of the top Pneumatic Actuated valve manufacturer in India . 
We supply to Mumbai, Anmedabad and Chennai. A Pneumatic Actuated Valve is a 
type of valve that uses compressed air to control the flow of liquids or gases. The 
compressed air acts as a force to move the valve's internal components, which 
then regulates the flow of fluid through the valve. 

Pneumatic Actuated Valves typically have a cylindrical body with ports for the 
inlet and outlet of the fluid being controlled, and a valve stem which moves to 
open and close the flow. The valve stem is connected to a piston or diaphragm, 
which is actuated by the compressed air. 

There are several types of Pneumatic Actuated Valves, including single acting, 
double acting, and spring return pneumatic actuators. Single acting actuators use 
air pressure to move the valve in one direction, and rely on a spring to return the 
valve to its original position. Double acting actuators use air pressure to move the 
valve in both the open and close directions. Spring return actuators use air 
pressure to move the valve in one direction and a spring to return it to its original 
position. Pneumatic Actuated Valve Manufacturer in India has a wide variety of 
applications like power plants, refineries, and water, and controls the flow of 
fluids through pipelines. 


Advantages of pneumatic actuated valve: 


e Lowest cost 

e Inherent failure-mode action 

e Low supply-pressure requirement 
e Adjustability to varying conditions 
e Ease of maintenance 


Disadvantages of pneumatic actuated valve: 


e Limited output capability 
e Large size and weight 


Industries of pneumatic actuated valve: 


e Oil and gas industries. 
e Petrochemical industry. 
e Production machinery 


Types of Pneumatic Actuated Valves: 


e Pneumatic Actuated Ball valve 


e Pneumatic Actuated Gate valve 


e Pneumatic Actuated Butterfly valve 


e Pneumatic Actuated Knife Gate valve 


Configuration of a Pneumatic Actuator: 


e 4-20 amp 

e Pneumatic single acting actuators 

e Pneumatic double acting actuators 

e Pneumatic rotary actuators 

e Pneumatic Scotch and Yoke actuators 
e Pressure: 228 bar 


Temperature: 
Standard -4°F to 200°F (-20°C to 93°C) 


Low -40°F to 176°F (-40°C to 80°C) 


High 0°F to 300°F (-18°C to 149°C) 


Available materials: CF8M, CF8, SS316, CF8M, WCB, WC6, WCC, LCB, LCC, $8304, 
SS316, Cast Iron, Ductile iron 


Class: 150 to 2500 

Nominal Pressure: PN6 to PN450 

Size: 1/2" to 72" 

Ends: Flanged, Buttweld, Socket weld, Threaded, Wafer, Lug 
Operation: Pneumatic Actuated 

Standards: ASME, API6D, API607, DIN,BS, ANSI 


https://www.specialityvalve.com/product-category/pneumatic-actuated-valves 


